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Addressable = Standalone / NetWOI‘kab|e Pan&l GLOBAL DISTRIBUTION
COFCF1100 COFULCF30002G

COOPER Safety  Standalone Panel, One Loop Panel COOPER Safety  Standalone Panel,Two Loop

- 2 Loop Panel-Non Networkable

- Up to 200 addresses per loop

- Easy Programming

- Short circut isolators incorporated into
each loop device

- Soft addressing of Field devices

- Panel Sounder Circuits - 4 Outputs NAC’s

- 3 Programmable relays

- lLarge versatile touch screen display |

- 1loop panel g

- Spur tolerant soft addressing

- Short circuit isolators incorporated into
every loop device

- Upto 200 addresses per loop

- Compliant to EN54 parts 2 & 4

- UL listed
COFCF30004G COFCF1200
GOOPER Safety  Standalone Panel, Four Loop COOPER Safety Standalone Panel, Two Loop Panel
| - Choice of 1, 2 and 4-loop panel option - Large versatile touch screen display

- 1and 2 loop panel versions

- Spur tolerant soft addressing

- Short circuit isolators incorporated into
every loop device

- Upto 200 addresses per loop

- Integral power supply

- Vds, BOSEC, CNBOP Certified

- Larger multi function touch screen

- Spur tolerant soft addressing

- Short circuit isolators incorporated into
each loop device

- Upto 200 addresses per loop - Compliant to EN54 parts 2 & 4
COFULCF30004G @ Fireute atarms FLFMS9600LSE
COOPER Safety  Standalone Panel, Four Loop by Honeywell Standalone Panel, Two Loop
v

- 636 points in 2 loops

- 318 points (159 detectors+ 159 modules) in a
single loop .

- Automated control of ACC-25/50(ZS/T)
audio speaker circuits

- Large enclosure allow 18 amp-hour batteries

- 4 sounder & 3 relay circuits inbuilt in the panel PCB

- 4 Loop Panel-Non Networkable

- Up to 200 addresses per loop

- Easy Programming

- Short circuit isolators incorporated into
each loop device

- Soft addressing of Field devices

- Panel Sounder Circuits - 4 Outputs NAC's

- 3 Programmable relays

- UL listed - UL listed
@ Fireute atarms FLFMS9050UDE @ Fireure atarms FLFMS9200UDLSE
by Honeywell Standalone Panel, Single Loop by Honeywell Standalone Panel, Single Loop

- 50 point addressable panel - 198 point addressable panel(99 detectors

" ) & 99 modules)
- Auto-program (learn mode) reduces installation - Integral 80 - character LCD display with
time backlighting

- 2 sounder & 3 relay circuits inbuilt in the panel PCB
- Real-time clock/calender with automatic

daylight saving control
- UL listed

- Remote site or local USB port upload/
download using PS Tools
- 99 detectors & 99 modules in a single loop
- 2sounder & 3 relay circuits inbuilt in the panel PCB

- UL listed
Sj=p e GsFasTUD Networkable Panel
5- L a‘:;:; Addressable Control Panel ) wmm oy pod 5 GSFGST100
E:J f ";3;;" Addressable control panel

- Intelligent Single Loop Addressable Fire Alarm
Control Panel

- UL listed panel

- Single loop (SLC) 4000 ft.-

- Class A Style 6- up to 240 addressable points

- Auto Silence Timer Feature per NAC

- Graphical LCD display

- Single loop addressable fire alarm control panel
- Cost effective replacement to conventional

- Loop capacity 128 addressable devices.

- LCD Display and LED indication

- 8 Zone indication

- Programmable via panel keyboard

GSFGST2002/1 & GSFGST2002/2
Single & Two Loop Control Panel

GSFGSTIFP8
Single & Two Loop Control Panel

- Intelligent single & 2 loop control panel

- 2 Loop capacity-477 Addressable Point

- 8x18 Graphical LCD Display

- 30 Zone indication including manual intervention
and control - Maximum 10 Loops Standalone

- Networkable with all GST Intelligent - 40 x15 lines Colour Graphical LCD Display.

Fire Alarm panels /
- Optional RS 232 Colour Graphics Software, Printer - Up 1o 999 programmable zones and 140

and Pager Interface zone indication

- Intelligent single & two loop control panel
- 8x Loops (242) capacity (1936)
addressable points
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MOF722001301
Networkable Panel( 1 Loop)

- ZX18e Control Panel Single Loop

- 230V AC with 2 Sounder Circuits, & Networking
Capability

- 400 x 400 x 135mm (H x W x D)

- Order Loop Cards Separately

MOF721001301
Networkable Panel( 1-5 Loop)

- ZX5Se-1-5 loop Control Panel

- 230V AC with 2 Sounder Circuits, & Networking
Capability

- 400 x 400 x 135mm (H x W x D)

- Order Loop Cards Separately

MOF714001242
Intelligent Four Loop Addressable Fire Alarm Panel

- DXc4, 4 analogue loops. LPCB Approved

- 6x40 characters, blue liquid crystal display with
backlight illumination

- Option to upload company logo

COFCF1200NC
Networkable Panel, Two Loop Panel
with NetworkCard

- Large versatile touch screen display
- 1and 2 loop panel versions
- Spur tolerant soft addressing

- Short circuit isolators incorporated into every loop device

- Upto 200 addresses per loop

- Network compatible with CF3000 range and
F2000 range fully monitored up to 127 panels

- Compliant to EN54 parts 2 & 4

COFCF30004GNC
Networkable Panel, Four Loop Panel
with Network Card

- lLarge versatile touch screen display

Vds, BOSEC, CNBOP Certified

Choice of 1, 2 and 4-loop panel option

Spur tolerant soft addressing

Short circuit isolators incorporated into every
loop device

- Up to 200 addresses per loop

- Fully monitored network capable up to 127 panels

- Network compatible with CF1000 range and
CF2000 range of panels

COFCF1100NC
Networkable Panel,
One Loop Panel with Network Card

- Large versatile touch screen display

- 1loop panel

- Spur tolerant soft addressing

- Short circuit isolators incorporated into every loop device
Up to 200 addresses per loop
Network compatible with CF3000 range and CF
2000 range fully monitored up to 127 panels
Large selection of compatible ancillaries
Compliant to EN54 parts 2 & 4
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MOF720001301
Networkable Panel( 1-2 Loop)

- ZX2Se Control Panel

- 230V AC with 2 Sounder Circuits, & Networking
Capalility

- 400 x 400 x 135mm (H x W x D)

- Order Loop Cards Separately

MOF714001112
Intelligent single Loop Addressable Fire Alarm Panel
Networkable panel

- DXct, 1 analogue loop, LPCB Approved

- 6x40 characters, blue liquid crystal display with
backlight illumination

- Option to upload company logo

- Configuration by Keypad and PC

MOF714001222
Intelligent two Loop Addressable Fire Alarm Panel
Networkable panel

- DXc2, 2 analogue loops. LPCB Approved

- 6x40 characters, blue liquid crystal display
with backlight illumination -

- Option to upload company logo

- Configuration by Keypad and PC

Power/Surge protectors, smoke
emitters, relays canned air, test
equipment, door holders, training
books, enclosures, protective
covers, gas detection, linear heat
cables, announciators, explosion
proof products, flame detectors
and much more. ADI has your Fire
Accessory needs covered!
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GLOBAL DISTRIBUTION

COFULCF30002GNC
Two Loop Networkable Panel

- 2 Loop Panel Networkable
- Up to 200 addresses per loop

- Easy Programming

- Short circuit isolators incorporated into
each loop device

- Soft addressing of Field devices

- Panel Sounder Circuits - 4 Outputs NAC's

- UL listed

COFULCF30004GNC

Four Loop Networkable Panel

- 4 Loop Panel Networkable

- Upto 200 addresses per loop

- Easy Programming

- Short circuit isolators incorporated into
each loop device

- Soft addressing of Field devices

- Panel Sounder Circuits - 4 Outputs NAC's

- UL listed
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~ Passive Repeater Panel

- - UL Touch Screen Passive Repeater Panel

MOF709601001 T
Repeater Panel Active FIRE SYS

- ;ZXr-A Active Repeater, Silence, Mute, Reset,
Accept, Evacuate and Test Controls o

- Requires a 24 V DC supply and an RS485card
to be fited within the control panel

COFCF3000PRG

Active Repeater Panel COOPER Safety

- 2x40 character backlit LCD display f
- Loop-connected repeater panel E
- Silence alarm, evacuate and raset command |
from repeater i

i

COFULCF3000PR

COFULCTPR3000
Repeater Panel

@ Fireute atarms
by Honeywell

- UL Touch Screen Active Repeater Panel

GSFGSTNRPO1

Network repeater panel

- Display exact message from the

Control key for Evacuate, Res
Panel Mute
Extending Network di ance
iltin Sounder
ssword protected
ack Lit LCD displays

ls ' :
Repeater Panel

MOF709701001

Passive

- ZXr P Passive Repeater

7 Requtres a2V DC supply and an RS485 card
o be fited within the control pane.l

COFCF3000PRGNC
Active Repeater Panel

- 2 x40 character backlit LCD display

- Network-connected repeater panel

- Silence alarm, evacuate and raset command
from repeater

COFCTPR3000
Repeater Panel -

- Touch Screen Active Repeater Panel

- EN-54listed

FLFANN80
Active Repeater Panel

- 80 character LCD annunciator/repeater panel

- All controls like silence, reset, mute, accept
available

- Requires 24V DC supply to operate

~ GSFGST852RP

Repeater Panel

- Large LCD FIRE Alarm Display
- Built-in addressing button

- Testand Silence Button

- Rating: IP 30

- Panel Capacity: GST200/2 up to 10
GSTIFP8 up to 64 (Required P-9946 Repeater
Card) Cable Length: 1000m.







