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Dome Cameras
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Dome Camera

- 1/3" Sony Super HAD CCD

- 520TVL Color, Day/Night VandalProof IP Camera
- 3.7-12mm, 0.4 lux/F=1.2

- D1 at 30 fps, SD storage, PoE

DS2CD7133-E

Dome Camera

- 1/4" CMOS,640x480 Pixels (VGA)
- Color: 0.1 Lux@F1.2,B/W: 0.01Lux@
F1.2,DC12V/PoE

SND1011P

Dome Camera

- VGA Network Dome Camera
- Built-in 3mm fixed lens

- H.264, MJPEG dual codec

- PoE, 8D memory

SNV1080P

Dome Camera

- VGA Vandal-Resistant Network Dome Camera
- 1/4"PS CMOS

- 2.2~ 7.7mm (3.5x) vari-focal lens

- PoE, SD memory, IP6

SNV3082P

Dome Camera

- 4CIF WDR Vandal-Resistant Network
Dome Camera

- 1/3" Super HAD PS CCD

- 2.8 ~ 11mm (3.9x) vari-focal lens

- H.264, MPEG-4, MJPEG multiple codec

- D&N (ICR) PoE, SD memory, IP66

SNCEM521

Dome Camera

- Vandal Resistant IP Mini-dome Camera, SVGA
resolution

- H.264, MPEG-4 & JPEG compression formats

- Dual streaming capability Optical Day/Night
function
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Honeywell

EDN850HPVBMGR

Dome Camera

- 1/3" Sony Super HAD Interlaced CCD

- Vari-Focal lens 2.8~10mm

- 560]VL outdoor Colour [P Dome Camera

- D1 at 30 fps, 2 way Audio, PoE

- IP66 Vandal resistant and weatherproof
outdoor IP Dome

DS2CD793PFE

Dome Camera

- 1/3" SONY Super HAD CCD, H.264/MJPEG
- B40 TVL, 0.02Lux@F1.2, 2.8-11mm Auto Iris
lens,DC12V/PoE

SND1080P

Dome Camera

- VGA Network Dome Camera

- 1/4"PS CMOS

- 2.2~ 7.7mm (3.5x) vari-focal lens
- PoE, SD memory

SND3082P

Dome Camera

- 4CIF WDR Network Dome Camera
- 1/3" Super HAD PS CCD

- 2.8 ~11mm (3.9x) vari-focal lens
- D&N (ICR), PoE, SD memory

SNCEM520

Dome Camera

- IP Mini-dome Camera, SVGA resolution

- H.264, MPEG-4'& JPEG compression formats

- Dual streaming capability Optical Day/Night
function

HIDC-0100

Dome Camera

- D1/VGA Indoor Network Dome Camera
- 1/2.7" Megapixel CMOS sensor

- 3~9mm Vari-focal, Auto iris

- PoE, two way audio, local storage







