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CD480E3

Dome Camera

- 1/3"Sony CCD

- 480 TVL Dome Camera

- 3.6 mm Fixed Lens

- Min lllumination : 0.3 Lux /F1.2
= DCiN

CD600E3

Dome Camera

- 1/3"Sony Super HAD Il CCD

- Effio-E DSP

- 600 TVL Dome Camera

- 3.6 mm Fixed Lens

- Min. lllumination : 0.1Lux / F1.2
- DC12Vv

ECD380F

Dome Camera

- 1/3" Color Sony Il Super HAD CCD
- 540 TVL, Min illumination 0.5Lux

- 3.6mmlens,

- VDo

ECD360V

Vari Focal Dome

- Vari Focal Dome Camera

- 1/3” Sony Super HAD CCD

- Built-in 3.5~8.5mm VariFocal Lens

- 540 TVL

- Minimum lllumination : 0.12 LUX @ F1.6

EHD350HQ-PV8CGR

Vari Focal Dome

- 1/3"Sony Super HAD CCD
- 560TVL Color Vandal Dome

- 1P 66, 3.8~9.5mm Vari-Focal Lens

- 05LuxF=1212VDC/24VAC

EHD650V
Vari Focal Dome

- Sony Effio-E, 650 TVL

- Min illumination 0.5Lux

- Vari-focal lens of 4-9mm lens
- Vandal Proof Housing

- Power supply 12VDC

DR480VF
 Vari Focal Dome

- 1/3'Sony CCD

- 480TVL Dome Camera

- Varifbeal Auto Iris 4~9mm Lens
- Min Hlumination : 0.1 Lux/ F1.2
e '

: CD700E3
(m Dome Camera
- 1/3"Sony ExView HAD Il CCD
- Effio-E DSP
- 700 TVL Dome Camera
- 3.6 mm Fixed Lens
- Min. lllumination : 0.05Lux / F1.2
- S/wWDR

- OSD Control
- 12VDC
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EHD360

Vari Focal Dome

- 1/3"Sony CCD,

- B540TVL, Vandalproof outdoor dome
- IP66, 3.5-8.5mm lens

- DC12v

~  f3EverFocus® ED610x

Vari Focal Dome

- 600 TVL High Resolution CCD Sensor
- Vari-Focal DC Iris Lens 2.8~10mm
- 3-Axis

ﬂg,grfocus‘

HIKVISION DS2CC523P

Dome Camera

- 500 TVL Dome

- 1/4'DIS Sensor

- Min lllumination : 0.1 Lux @ F1.2
- 3.6 mm Fixed Lens
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SID-50P , gl : SCD-2010P

w Dome Camera w Dome Camera
SAMSUNG TECHWIN SAMSUNG TECHWIN
- 1/3” super HAD CCD- - 1/3” CCD, Built-in auto iris fixed lens :

Color : 540 TV Lines 3mm

- 0.3 lux (Color) i - High*resolution of 600TV lines
- Fixed Lens 3 mm, BLC, SSNR - Min. illumination of 0.04Lux@F1.2
- Sharpness Control, Sens-up

snmsung

SCD-2020P SCD-2080P
Dome Camera Vari Focal Dome

SAMSUNG TECHWIN
- 600 TVL - High Resolution Varifocal Dome Camera
- Builtin 3.7 mm fixed lens - B00TV lines
- Min lllumination of 0.15 Lux @ F1.2 - Built-in 3.6x (2.8 ~ 10mm) varifocal lens

- 1/3"Super HAD CCD

) SCD-3080P SCV-2080P
w Vari Focal Dome w Vari Focal Dome

SAMSUNG TECHWIN SAMSUNG TECHWIN
- High Resolution WDR Varifocal - High Resolution Vandal-Resistant Dome Camera

Dome Camera - 1/3" CCD, Built-in 3.6x (2.8 ~ 10mm)
- 1/3” CCD, Built-in 3.9 (2.8 ~ 11mm) varifocal lens with auto iris

varifocal lens with auto iris - Day & Night with ICR (Infrared Cutfilter Removal)
- High resolution of 600TV lines (Color) - High resolution of 600TV lines (Color)
- Protection against water & dust (IP66)

SCV-3080P Panasonic CF-102
Vari Focal Dome ideas for life Dome Camera
SAMSUNG TECHWIN

- 1/3" High Resolution WDR Vandal-Resistant - 1/4” CCD 540 TVL
Dome Camera - - 2.5 mm Fixed lens
- Built-in 3.9x (2.8 ~ 11mm) varifocal lens with - 1.2 Lux (Color) /0.9 lux (B/W) at F 2.0
auto iris - Easily mountable on ceiling and walls
- Day & Night with ICR (Infrared Cutfilter Removal) - Adaptive Black Stretch (Enhances the
- High resolution of 600TV lines (Color) visibility of dark Area)

- Protection against water & dust (IP66) — - 12 VDC Power Supply
Panasonic WV-CWs00 Panasonic WV-CF334E
ideas for life Dome Camera ideas for life Vari Focal Dome

- 1/8” Interline Transfer CCD
- Horizontal Resolution : 650 TV Lines
Minimum Illumination : 0.1 lux (Color) / 0.01 lux (B/W)
- Super dynamic 5 delivers superior image
- Adaptive Black Stretch and Intelligent
Video Motion Detection

- 1/3 inch CCD Day/Night Fixed Dome
Camera,

- High sensitivity 0.6 Ix (Color).0.4 Ix (B/w) at
F1.3 wide/ 2.8mm - 10mm 3.6x varifocal Auto
Iris lens/Adaptive Black stretch
enhances visibility of dark areas/ 24 V AC or 1

2V DC :PAL
Honeywell HDC-890P-36 Honeywell HDC-8%0Pv
Dome Camera Vari Focal Dome
- 1/3" CCD with icore ™ DSP - 1/3" CCD with icore ™ DSP
- 580 TV Lines, Enhanced BLC with WDR, 5 - 580 TV Lines, Enhanced BLC with WDR, BMB
BMB . 7 - 2.8mm ~ 10 mm varifocal lens

- 3.6mm fixed lens - 0.001Lux Minimum lllumination,
- 0.001Lux Minimum Illumination, - Digital Noise Reduction
- Digital Noise Reduction - Day & Night

- 12vDC ' - 12vDC

Call ADI Ciictamar Halnlina 4 00 A0 4940 | I mrd: fom odf o A e od® ool e o8 1 Nhy



Dome Cameras / Box Cameras
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SAMSUNG TECHWIN

SAMSUNG TECHWIN

1S20 Camera Series
Dome Camera

- Fully Integrated Indoor Enclosure with
Camera and Lens

- Day/Night Wide Dynamic Range (WDR)

- Varifocal Lens

- 24 VAC or 12 VDC Operation, Autosens-
ing

CB700E3
Box Camera

- 1/3"Sony ExView HAD Il CCD

- Effio-EDSP

- 700 TVL Box Camera

- 3.6 mm Fixed Lens

- Min. lllumination : 0.05Lux / F1.2
- S/wWDR, OSD Control

- 12 VDC; Lens not included

EQ350AHQ-PMMGR

Box Camera

- 1/3" Sony SUPER HAD CCD
- 560 TVL Color Camera

- 0.5 Lux/F=1.2, Auto IRIS

- w & w/o Audio

- 12VDC/24VAC

EQ610x

Box Camera

- 600 TVL High Resolution CCD Sensor

- Easyto use OSD Setup Menu

- Built-in DNR, D-WDR & Easy
Day/Night function

SDC-313B

Box Camera

- 1/3° CED

- Color: 530 TV Lines
- 0.3 lux (Color)

- BLC, SSNR

- Privacy Masking, MD

SCB-3000P

Box Camera

- High resolution 600TV lines
- Low light sensitivity of min. 0.1Lux
- WDR (Wide Dynamic Range)

Box Cameras

f3EverFocus’

I3EverFocus®

SAMSUNG TECHWIN

Panasonic
ideas for life

CB600E3

Box Camera

= 3t ?ony Super HAD Il CCD

- Effio-E DSP

- 600 TVL Box Camera

- 3.6 mm Fixed Lens

- Min. lllumination : 0.1Lux / F1.2
- S/wWDR, OSD Control

- DC 12V, Lens not included

EQ360

Box Camera

- 1/3" Sony Super HAD CCD,
- 0.1 Lux/F=1.2

- 540TVL, OSD

- BLC,AGC, Flickerless,AWB
- DC12

EI350HQ-PVBNGR

Box Camera

- 1/3" Sony super HAD CCD
-560 TVL, 0.5 lux/F=1.2

- Integrated Color camera

- Vari-Focal Lens 9~22mm
- 12VDC/24VAC

EQ610e

Box Camera

- 700 TVL 1/3" Sony EXview HAD CCD I
- Sony Effio-E
- True Day/Night with ICR module

SCB-2000P

Box Camera

- High resolution of 600TV lines
- DIS (Digital Image Stabilization)
- Min. illumination 0.05Lux@F1.2 (Color)

WV-CP280

Box Camera

- 1/3"CCD

- 540 TVL (0.8 lux, F 1.4)

- Adaptive Black Stretch

- 220 ~240VAC

- Lens Optional (not supplied with the
camera)
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Box Cameras / IR Cameras G‘LOBAL.D._ST...BW.CE

Panasonic WV-CP500 ; Honeywell HcDsgoX
ideas for life Box Camera Box Camera

- 1/3" Interline Transfer CCD
- Horizontal Resolution : 650 TV Lines
- Minimum lllumination : 0.1 lux (Color)

- 1/3" CCD with icore™ DSP
- 580 TVL, Enhanced BLC with WDR, BMB, DNR
- 0.001Lux Minimum lllumination, ‘

/0.01 lux (BAW) , " Digithl Noise Reduction
- Super dynamic 5 delivers superior image - True Day & Night
- Adaptive Black Str etch and Intelligent Video - 12vDC

Motion Detection

C10CH Series

Box Camera

CCC1390H Series

Box Camera

- 1/3” Format CCD Imager 7 - 13" format Sony SS-ZWD CCD Imager
) - B30TV Lines (Black & White); 480 TV Lines (Color)
- 54071V Lines . ; ;
- Digital Signal Processing
- Auto White Balance, AGC, ESC, and Backlight
Compensation

- 0.4 lux Sensitivity
- Autosensing DC/Video Drive Auto Iris
- Automatic Gain Control, Electronic Shutter - Autosensing DC-drive auto iris

Control, and Backlight Compensation - Day / Night with automatic or manual control
- Flickerless mode - Lens sold separately

IR Cameras . CDGO0IRE3
cD IRE CAPT“RE Infra Red
CAPTURE)  nore =
i - 1/3" Sony Super HAD Il CCD

- 1/3"Sony CCD D : - Effio-E DSP
- 480TVL IR dome 5 = - 600 TVL IR Dome Camera
- 3.6mm Fixed Lens - 8.6 mm Fixed Lens
- Min lllumination : 0.3 Lux /F1.2 (IR LED Off), - Min. llumination : 0.1 Lux/F1.2, 0 Lux (IR LED On)
0 Lux (IR LED on) — DE v
- 10 ~ 156m IR Visible Range - Ps

: CD700IRE3 : CBL480IR10F
Infra Red Infra Red
- 1/3"Sony ExView HAD Il CCD
- Effio-E DSP

- 700 TVL IR Dome Camera
- 3.6 mm Fixed Lens

- 1/3"Sony CCD
- 480TVL IR Bullet Camera
- 3.6mm fixed lens

- Min. llumination : 0.1 Lux/F1.2, 0 Lux (IR LED On) =. il g

- S/wWDR - Min lllumination : 0.3 Lux / F 1.2, 0 Lux (IR LED on)
- OSD Control - DC12V,IP66

- P66

< CBL480IR30VF - . CVD480IR30VF '
CAPTURDY v ,

- 1/3" Sony CCD z - 1/3"Sony CCD
- 480TVL IR Bullet Camera § & - 480TVL IR Dome Camera
- Varifocal Auto Iris 4 ~ 9 mm Lens - Vaiifoca! Auto Iris 4 ~ 9 mm Lens
- 30mIR Range - - 25m ~ 30m IR Range -
- Min llumination : 0.3 Lux /F 1.2, 0 Lux (IR LED on) - Min lllumination : 0.3 Lux/F 1.2, 0 Lux (IR LED on)
- DE12V.IP66 : - Db igyiPes
FJEverFocus®  EBD255 fJEverFocus®  ECZ255
Infra Red Infra Red

- 1/3" Sharp CCD

- Indoor IR Mini Color Dome Camera

- 420TVL

- IR Distance : 10~15m

- Minimum lllumination : 0 LUX with built-in IR-
LED

- 1/3"Sharp CCD, 420 TVL
- 10 mts IR bullet

- IP 66 weather proof

- 3.6 mmlens/F=2.0,

- 12VDC
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JEverFocus’  EBD360 §3EverFocus® ED630x
Infra Red Infra Red

§3EverFocys

- 600 TVL
- Vari Focal DC Iris Lens 2.8~10 mm

- 1/3" Sony, 540TVL
- Vandalproof IR dome

- 25mIR, IP 66 . - Upto ,15m/~50 ft. range
- 3.7-12mm lens, - True Day/Night with ICR Module
= BCi2v - OSD Setup menu.
- Built-in DNR, D-WDR functions
F3EverFocus®  ED630s UJEverFocus®  EZ650
Infra Red Infra Red

- 700 TVL 1/3" Sony EX view HAD CCD I
- Sony Effio-S Platform

- Vari Focal DC Iris Lens 2.8~10 mm

- Upto 15m/~50 ft. range

- 1/3" Sony super HAD CCD Il sensor

- 560 TVL, 0.0002Lux/F=1.2 (AGC ON), OLux (IR ON)
- Motorised VF/Al 6-50mm lens

- IP 66, Weather proof 80M IR camera

§3EverFocuy:

- True Day/Night with ICR Module - 12VDC/24 VAC
DS2CC523PIRP HIKVISION DS2CC123PIR
Infra Red Infra Red

- 500 TVL IR Dome

- 1/4"DIS Sensor

- Min lllumination : 0.1 Lux @ F1.2, 0 Lux wit IR
- 3.6 mm fixed Lens

- 500 TVL IR Bullet

- 1/4'DIS Sensor .

- Min lllumination : 0.1 Lux @ F1.2, 0 Lux wit IR
- 3.6 mm fixed Lens ~

SCD-2020RP w SCD-2080RP
Infra Red Infra Red
SAMSUNG TECHWIN
- 600 TVL - 1/3" High Resolution IR Dome Camera
- Min. illumination OLux (IR LED on) ‘ - High resolution of 600TV lines (Color), Min.
- IR distance 7m illumination OLux (IR LED on)

- Built-in fixed lens (3.6mm) - IR distance 20m, 3.6x V/F lens (2.8 ~ 10mm),
True Day & Night (ICR),

SCO-2080RP : SCO-2120RP
Infra Red i Infra Red

SAMSUNG TECHWIN - SAMSUNG TECHWIN
- 1/3" High Resolution Varifocal Lens IR LED Camera - - High Resolution IR LED Camera -
- Built-in 3.6x (2.8 ~ 10mm) varifocal lens with - 12xZoom, 12x optical zoom (3.9 ~ 46mm)
auto iris

; - Dustproof & waterproof integrated camera
- Day & Night with ICR (Infrared Cutfilter Removal) housing rated to IP66 : '
- Protection against water & dust (IP66),

Sunshield, High resolution of 600TV lines (Color)

Honeywe“ VDC350PI | the power to
Infra Red I B Choose
- E D empowers you o choose
- IR Fixed Dome Camera ' ; products from more than 50
- 1/3"Sony CCD ’ renowned security brands and
- 540 TVL - bringing in latest technology for

: ou fo take a business leap.
- 3.6 mm Fixed Lens ¥ [

- 15m IR Visible Range

Ay
good to have a choice [eml A4
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IR Camera / Speed Dome / PTZ Camera
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_ Honeywe“ HDC-515PI-36
Infra Red
- 1/8" Sony CCD, 650 TVL
- Built-in 18IR Lamps
- Zero Lux with IR Lamp on
- 3.6mm fixed lens
- Dual Power - 12 VDC/ 24 VAC

Speed Dome / PTZ Camera

f3EverFocus®  EPTZ430
18 % ~ 27x

- 22X Optical Zoom
- 1/4" Super HAD CCD
- 540TVL

- EPTZ3650I
>27x

- 1/4” Sony Ex view super HAD CCD,
- 530 TVL
“ - True Day/Night with IR cut filter,
= = - Auto Tracking, RS 485 communication

SCP-2120P
<18x

- 1/4"Super HAD CCD

- 600TV lines high resolution

- 12x optical zoom (3.9 ~ 46mm)
- 360° continuous rotation

SCP-3120VHP
<18x ;

SAMSUNG TECHWIN

- 1/4" Ex-view CCD

- 12x optical zoom (3.6 ~ 44.3mm) and
- True Day & Night (ICR),

- High resolution of 600TV lines (Color)
- Integrated Housing

- Vandal-Resistant PTZ Dome Camera

SCP-2250HP
18 x ~ 27x

- 25x Weatherproof PTZ Dome Camera
- 1/4" Super HAD color CCD

- 25xoptical zoom (3.66 ~ 91.36 mm) and 16x digital zoom

. - True Day & Night (ICR)
- 600TV lines (Color) / 700 TVL (B/W)
- WDR

- IP66

- Indoor Recessed Day / Night High Speed Dome

- Min lllumination : 0.2 Lux @ F1.65 (Color), 0.02 Lux (BAW)

Honeywell

fdEverFocus’

~ SAMSUNG TECHWIN

J

VBC8OOPI
Infra Red

- IR Vari-focal Bullet camera

- 5407V
- 1/3'Seny CCD

- 4~ 9 mm Varifocal lens

- 25mIR Visible Range

EPTZ830
18 x= 27x

- Outdoor IP 66 Day / Night High Speed Dome
- 22X Optical Zoom

- 1/4" Super HAD CCD

- 540 TVL

- Auto heater and fan

- Weatherproof IP66 rated

EPTZ3650
>27%

- 1/4" Sony Ex view super HAD CCD

- B30TVL ,
- True Day/Night with IR cut filter
- Auto Tracking, RS 485 communication

- Weatherproof IP66 rated

SCP-3120P

<18x

- 1/4" Ex-view HAD color CCD

- Powerful 12x optical zoom (3.6 ~ 44.3mm)
and 16x digital zoom

- High resolution of 600TV lines (Color), 700TV
lines (B/W)

- Min. illumination of 0.7Lux@F1.67 (Color)

- Voltage : 24V AC

SCP-3430HP
>27x

- 43x Zoom High Resolution PTZ Dome
Camera IP66

- Outdoor, WDR support, High
resolution of 600TV lines (Color)

SCP-2270HP
18 x ~ 27x

- High Resolution 27x PTZ Dome Camera

- High resolution of 600TV lines (Color), 700TV
lines (B/W)

- Min. illumination 0.2Lux@F1.6 (Color), 0.02Lux (B/W)

- 27xzoom (3.5 ~ 94.5mm)

- IP66

- 24VAC



Speed Dome / PTZ Camera / Speciality Camera ey et B

- Honeywell

:
]

HSD-261P
18x=27x

- 26X Optical, 12X Digital Zoom

- 1/4” ExView HAD CCD, 480TVL (Color
Mode), 520TVL(B/W Mode)

- True day/night, IP66 standard, lighting &
surge protector

- High strength metal housing with heater and fan

- 8 privacy mask zones

Spectra IV SE Series PTZ Systems

- Available in 23X, 27X, & 35X Models

- 2 Autofocus, High Res Integrated Low Light ™
Color Camera / Optics Packages ( Spectra V)

- 3 Autofocus, Hight Res Integrated Camera
/ Optics Packages, Multiple Back Box Models
(Spectra IV SE)

- Zones and Window Blanking

Speciality Camera

F3EverFocus®

Prusng

SAMSUNG TECHWIN

EMW330-PBSNGR
Mobile Camera

- 1/3"Sony Super HAD CCD,
- B20TVL, IR Camera
- 1BMt P67 12VDC

SCB -3020P

Speciality Camera

- 1/3" High Resolution ATM Camera

- 600TV lines

- Min. illumination 0.45Lux/0.15Lux@F2.0 (Color)
- Built-in 3.7mm fixed lens

- WDR, VPS

- 12VvDC

SCZ-3370P

Speciality Camera

- 1/4” CCD 37x High Resolution Zoom Camera

- High resolution of 600TV lines (Color), 37x
zoom (3.5 ~ 129.5mm), Digital 16x,

- True Day & Night (ICR)

HSPT 120P

Speciality Camera

- 530 TVL resolution
- Day/night function
- Digital noise reduction

- Pan 360° endless rotation up to 30%s, tilt 0°~90°

up to 30%s

- 32 preset positions, six groups of programmable

tours

Honeywell HSD-361P

=47x

- 36X Optical, 12X Digital Zoom

- 1/4" ExView HAD CCD, 480TVL (Color
Modg), 520TVL(B/W Mode)

- True day/night, IP66 standard, lighting &

- surge protector
- High strength metal housing with heater and fan

- 6 Vector scan groups, 8 privacy mask zones

- Built-in Surge and Limited Lightening Protection

- Integrated Passive (UTP) Circuit

- Camera title Overlay, 20 User-definable Characters
- On-Screen Compass and Tilt Display

- Freeze Frame During Presets

- Internal Scheduling Clock

SCB-2020P
Speciality Camera

- 1/3" High Resolution ATM Camera

- B00TV lines

- Min. illumination 0.45Lux/0.15Lux@F2.0 (Color)
- Built-in 8.7mm fixed lens

- 12VDC

SCZ-2370P
Speciality Camera

- 137X High Resolution Zoom Camera

- 1/4” Super HAD color CCD

- 37x optical zoom (3.5 ~ 129.5mm) and 16x
digital zoom

- High resolution of 600TV lines (Color), 680TV
lines (B/W)

- Min. illumination of 0.2Lux@F1.67 (Color)

Panasonic  WV-Cz392 ’
ideas for life Speciality Camera

- 36x Optical Zoom Lens

- 1/4°CCD

- 650 TV lines

- Minimum lllumination : Color:0.5 Ix (Sens Up:
Off, AGC: High), B/W: 0.04 Ix (Sens Up: Off,
AGC: High)

- 38—~ 1190mmatFl4

HD CCTV

® EQH5200
F3EverFocus Py

- 1/2.5"2 Megapixel CMOS

- HD-SDI, Full HD 1080@50i, 720@50p
- True Day/Night, 0.02Lux F1.2, OSD

- Dual Voltage (12VDC, 24VAC)

- No Audio

- Indoor Box Camer







